

	Text1: 
	0: Coats         is a continuous filament high tenacity polyester thread. Coats         delivers excellent seam strength expected of a continuous filament thread. It is specially stabilised and lubricated for consistent and dependable sewing performance on a range of high speed sewing machines.
	1: • Balanced twist levels and unique stabilising process resulting in an extremely even stitch balance

• Proprietary lubrication technology to deliver excellent sewing performance under the most demanding conditions

• High tenacity continuous filament polyester, dyed using special dyestuffs for excellent fastness to sunlight and maximum resistance to chemical degradation

• Wide range of colours and sizes, delivered globally

	Unit 1: 
	1: grams
	2: lbs
	3: g / Tex
	4: %
	5: %
	6: TPM "Z"
	7: TPI "Z"
	8: %
	0: Decitex

	Value 1: 
	1: 1583
	2: 3.5
	3: 51.9
	4: 16-22
	5: <2.5
	6: 610
	7: 15
	8: 5
	0: 305

	Test Method 1: 
	1: ISO 2062:1995
	2: ISO 2062:1995
	3: ISO 2062:1995
	4: ISO 2062:1995
	5: Internal
	6: ISO 2061:1996
	7: ISO 2061:1996
	8: Internal
	0: ISO 2060:1995

	Typical Value 1: 
	1: 4
	2: 4
	3: 4 - 5
	4: 4
	5: 3 - 4
	6: 3 - 4
	0: 4

	Global Test: 
	0: ISO 105-C03
	1: ISO 105-X12
	2: ISO 105-E04
	3: ISO 105-B02
	4: ISO 105-E01
	5: ISO 105-N02
	6: ISO 105-D01

	Article Number: 
	1: SZEA
	2: 1291
	3: 1320
	0: 1202
	4: 
	0: SZEP
	1: 1364
	2: 1302
	3: 1322
	4: 1329
	5: 1345
	6: 1332
	7: 1348
	8: 1352


	Length: 
	1: 500 m
	2: 600 m
	3: 1,000 m
	0: 300 m
	4: 
	0: 1,500 m
	1: 1,800 m
	2: 2,000 m
	3: 3,000 m
	4: 4,000 m
	5: 5,000 m
	6: 7,000 m
	7: 10,000 m
	8: 15,000 m


	Units per Box: 
	0: 10
	1: 10
	2: 10
	3: 10
	4: 
	0: 10
	1: 10
	2: 10
	3: 10
	4: 10
	5: 10
	6: 10
	7: 10
	8: 10


	Needle Size: 
	0: 11-14 / 75-90
	1: 11-14 / 75-90
	2: 11-14 / 75-90
	3: 11-14 / 75-90
	4: 
	0: 11-14 / 75-90
	1: 11-14 / 75-90
	2: 11-14 / 75-90
	3: 11-14 / 75-90
	4: 11-14 / 75-90
	5: 11-14 / 75-90
	6: 11-14 / 75-90
	7: 11-14 / 75-90
	8: 11-14 / 75-90


	Property: 
	0: Total Linear Density
	1: Average Strength
	2: Average Tenacity
	3: Elongation Range
	4: Dry Heat Shrinkage ( 150° C )
	5: Twist
	6: 
	0: Typical Lubricant Content

	7: Package Colour: Lt Blue 304C

	Fastness Condition: 
	0: Shade Change / Stain
	1: Wet / Dry
	2: Shade Change / Stain
	3: Shade Change
	4: Shade Change / Stain
	5: Shade Change / Stain

	Fastness Category: 
	0: Wash
	1: Crocking / Rub
	2: Perspiration / Acid
	3: Light
	4: Water
	5: Peroxide Bleach
	6: Dry Cleaning

	Text2: 
	0: • Quilting
• Automotive trims
• Seat belts
• Slings and Webbings
	1: • Fashion footwear and accessories
• Life jackets
• Filtration
• Outdoor goods



